
51.2V300Ah

特点 系统规格

● 安全、可靠、长寿命 电压范围(V) 40~58.4

● 动态识别，自动并机，无需拨码开关 电芯规格 3.2V300Ah

● 支持新旧电池混合并机 系统规格 16S1P

● 支持蓝牙、手机APP切换PCS协议 最大支持并机个数 16PCS

● CAN/RS485/LAN接口 额定电压(V) 51.2

● 可视化，触摸屏显示 额定容量(Ah) 300

● 柔性扩容，并机数量最多支持16个 额定能量(kWh) 15.36

● 高效运维，远程智能升级维护 最大输出功率(kW) 7.68

最大放电电流(A) 150

最大充电电流(A) 100

放电截止电压(V) 43.2

最大充电电压(V) 58.4

循环次数(0.5C/80%DOD) >6000

充电温度(℃) 0~55

放电温度(℃) -20~55

工作湿度 <95%R.H(非冷凝)

通信方式 CAN/RS485

干接点 根据需求自定义

选配模块 支持蓝牙模块、4G模块

产品尺寸(W*D*H,mm) 680*510*230

包装尺寸(W*D*H,mm) 845*615*320

防护等级 IP20

系统参考重量(kg) 约115

认证 UN38.3

       电池通讯接口预览图

面板丝印预览图
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锂离子电池电源系统

    本系列是为家庭储能领域提供的磷酸铁锂电池系统完整解决方案，壁挂和立

式两种结构，系统安全、可靠，可应用于家储及工商业储能等领域。

51.2V300Ah

Features System Specifications

● Safe, reliable, long life.
Voltage range (V) 40~58.4V

● Dynamic identification, automatic paralleling,
   no need for DIP switch Cell specification 3.2V300Ah

● Support mixed parallel operation of old and new batteries. System Specifications 16S1P

● Support Bluetooth, mobile phone APP to switch PCS protocol. The maximum number of parallel machines supported 16PCS

● CAN/RS485/LAN interface Rated voltage (V) 51.2

● Visualization, touch screen display Rated capacity (Ah) 300

● Flexible expansion, the number of parallel machines supports 
   up to 15

Rated energy (kWh) 15.36

● Efficient operation and maintenance, remote intelligent upgrade 
   and maintenance

Maximum output power (kW) 7.68

Maximum discharge current (A) 150

Maximum charging current (A) 100

Discharge cut-off voltage (V) 43.2V

Maximum charging voltage (V) 58.4

Cycle times (0.5C/80%DOD) >6000

Charging temperature (℃) 0~55

Discharge temperature (℃) -20~55

Working humidity <95%R.H (non-condensing)

Way of communication CAN/RS485

Dry contact Customize as needed

Optional module Support Bluetooth module, 4G module

Product size(W*D*H,mm) 680*510*230mm

Package size(W*D*H,mm) 845*615*320

Degree of protection IP20

System reference weight (kg) ~115

Certified UN38.3

Preview of battery 
communication interface

Panel silk screen preview
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Lithium battery power system

    This series is a complete solution for the iron phosphate carp battery system provided in the field 

of home energy storage. Wall-mounted and vertical structures, the system is safe and reliable, and can 

be used in home storage, industrial and commercial energy storage and other fields.
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产品效果图

电芯特性曲线

版本号：202210

*随着工艺改进及产品升级，所述产品特性参数如有更改，恕不另行通知*
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Product renderings

Cell characteristic curve

Version number: 20235

*With the process improvement and product upgrade, the product characteristic parameters are subject to change without prior notice*
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